
NEW!!    NEW!!    NEW!! 
QNE-C305HR COLOR DSP CAMERA 

1/3-INCH HIGH RESOLUTION COLOR CAMERA  

       
TECHNICAL SPECIFICATION 

SYSTEM NTSC PAL 

PICK UP ELEMENT 1/3” INTERLINE CCD 

PICTURE ELEMENTS 811(H) x 508(V) 795(H) x 596(V) 

SCANNING SYSTEM 2:1 INTERLACED 

H DRIVE FREQUENCY 15.734 KHz 15.625 KHz 

V DRIVE FREQUENCY 59.94 Hz 50.0 Hz 

SYNC SYSTEM INTERNAL 

HORIZONTAL RESOLUTION >480 TV LINE 

MINIMUM ILLUMINATION 0.1 LUX at F1.2 

S / N RATIO MORE THAN 48dB 

GAMMA 0.45 

WHITE BALANCE AUTO 

LENS MOUNT CS 

AGC ON 

ELECTRONIC SHUTTER ELECTRONIC SHUTTER: 1/60(NTSC), 1/50(PAL), 1/500, 1/1500, 

1/5000, 1/12500, 1/35000, 1/100000 

ON/OFF 

AUTO IRIS VIDEO/DC 

VIDEO OUT 1.0 Vp-p 75 ohm 

BACK LIGHT COMPENSATION ON/OFF 

NEGATIVE / POSITIVE SELECTABLE 

POWER DC 12V ± 10% 

CURRENT 180mA (Max) 

OPERATIONAL TEMPERATURE -10℃ ～ +45℃ 

DIMENSIONS 34mm(W)  x  34mm(H)  x  60mm(D) 

WEIGHT  98g 
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