
Security Products  

International, Inc. 
QN-D191 
Technical Specifications 

System: 

Pick up Device: 

Total Pixels: 

Effective Pixels: 

Sync System: 

Scanning System: 

Video Out: 

H. Resolution: 

Min. Illumination: 

Electric Iris: 

H Drive Frequency: 

S/N Ratio: 

Gamma: 

Lens: 

AGC: 

Shutter: 

Auto Iris: 

WDR or BLC: 

Power 

Current 

Operational Temperature: 

Dimensions:  

Weight: 

Technical Specifications 

Security Products International, Inc. 
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QN-D191 
1/3” High Resolution CCD  

Day & Night  Dual Board Camera 

NTSC / PAL 

1/3” Interline CCD 

NTSC: 811(H) x 508(V) / PAL: 795(H) x 596(V) 

NTSC: 768(H) x 494(V) / PAL: 752(H) x 582(V) 

Internal / External 

2:1 Interlaced 

VBS 1 Vp-p 75 ohm 

> 520 TV Lines 

0.008 Lux F1.4 (AGC ON) 

ON: NTSC: 1/60, PAL: 1/50 ~ 1/120,000 

NTSC: 15.734 KHz / PAL: 15.625 KHz 

More than 48dB (AGC OFF) 

0.45 

f = 4 mm/F4 

ON / OFF 

OSD setting 

Video & DC 

BLC / WDR / OFF 

DC 12V ± 10% 

150mA 

-5° C ~ + 45°C 

32mm x 32mm x 30mm or less 

17g 

 


